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COMMUNICATE WITHOUT RESTRICTIONS.
A New Breed of Office Equipment

Manage information regardless of form,
content, or location.




NEVER BEFORE HAS ONE DEVICE
DONE SO MUCH FOR SO MANY.

The only thing more impressive than the technology Canon puts into the imageRUNNER 5000i

is the productivity you get out of it—never asking you to sacrifice reliability and ease-of-use

for high performance.

Copy Functions

At the heart of every imageRUNNER 5o000i is a
5.1GB Image Server. This internal hard disk hosts
several unique applications for driving enhanced
document output and information management

tasks. Examples of this functionality include:

Copy Reservation: This function allows users to
store up to five copy jobs in memory while current

copy or print jobs are being processed.

Job Done Notification: The imageRUNNER 5000i
notifies users via E-mail when their Copy or Send
job is complete, eliminating any guesswork about

the status of submitted work.

Remote and Cascade Copying: These functions
enhance copying productivity by enabling users to
connect with additional imageRUNNER 5000i units
on the network. Users can input a job locally for
output to another, perhaps differently configured
imageRUNNER 5o00i on the network, or split a
heavy workload simultaneously between two
imageRUNNER s5oooi devices for double the
productivity.

Job Build: This feature permits the building of
jobs from disparate originals, easily integrating
documents scanned through the document feeder

with those directly placed on the glass.

Scan-Once-Print-Many and Auto Image
Orientation: These functions minimize scanner
wear and tear while rotating scanned images to

match the direction of the available paper supply.

Main Copy Menu
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Connectivity Software Simplified

Like all Canon networked systems, the imageRUNNER 5000i
comes equipped with a comprehensive set of system utilities
designed to simplify operation and management for both
end-users and network administrators. Through these tools,
Canon eases device installation and network management
while supplying a level of device status and job-management
capabilities unmatched in the industry. A description

of these utilities is outlined below:

Remote Ul™-Canon’s Remote Ul utility transforms a
user’s desktop into a remote access center for the
imageRUNNER s5000i. By entering the IP address of the
device from a standard web browser, users gain instant
access to device status and settings, job-management
functions, User Mail Boxes, and more-depending on a

user’s access privileges as assigned by the administrator.

NetSpot® Console—NetSpot Console is a web-based utility
capable of installing and managing Canon networked systems,
including the imageRUNNER 5000i, on most customer
networks. Through NetSpot Console, network administrators
are provided a convenient, platform-independent utility to
install and manage Canon devices from anywhere within the
enterprise. In addition to basic installation support, NetSpot
Console also delivers administrator alerts, notifying
administrators of device status conditions such as low toner,
paper jams, and others. For added convenience, NetSpot
Console is also capable of managing third-party printers
complying with the standard Printer MIB, thereby consoli-

dating network device management via one utility.
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Remote Ul NetSpot Job Monitor —
Spooler Job Tab

NetSpot Job Monitor—To manage and track the progress of
print jobs, Canon supplies NetSpot Job Monitor. NetSpot Job
Monitor runs as an automated task in the Windows System Tray,
and can be configured to report job conditions based on
administrator or end-user preferences. Significant to NetSpot
Job Monitor is its ability to deliver end-of-job notification to end-
users, ensuring that they are always informed of the completion

of submitted work.

NetSpot Accountant*—NetSpot Accountant is an optional
utility available for the imageRUNNER 5o000i that is capable
of providing comprehensive job tracking and analysis for cost
accounting and work-flow optimization. Using NetSpot
Accountant, network administrators can track all activity at
the imageRUNNER s5o000i, including copying, printing, and
scanning, and billing internal or external clients for device
utilization. A wide range of configuration settings are
available for NetSpot Accountant, enabling administrators to
track device usage in a myriad of ways. NetSpot Accountant
is ideal for legal customers, or any customer who desires to

account for imageRUNNER 5000i device utilization.

Enterprise-management Integration—In addition to the
NetSpot utilities mentioned, Canon also supplies plug-in
modules for the most popular enterprise-management
applications in use today. Supported applications include
Microsoft® Management Console, CA-Unicenter, HP® OpenView®,
Tivoli® NetView®, and BMC Patrol®. Through these plug-ins,
Canon permits easy management of imageRUNNER 5o00i and
other Canon networked devices from directly within the

enterprise-management system console.

* Check with your local Canon-authorized Dealer for availability.

NetSpot Accountant Device List Display
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imageRUNNER
Type:

Imaging System:
Developing System:

Image Server Memory:

First-copy Time:

Warm-up Time:
Acceptable Originals:

Max. Original Size:
Max. Copy Size:
Min. Copy Size:

Max. Mail Boxes Supported:

Max. Copy Reservation:
Copy/Scanning Resolution:
Printing Resolution:

Halftone:
Copy Speed:

Duplexing:

Magnification Reduction/
Enlargement:
Paper Supply
Standard:

Optional:

Multiple Copies:
Paper Weights:

Dimensions (H x W x D):
Weight:

Supplies
Drum:

Maximum Duty Cycle:
Toner:

Communication Interface
Topology:

Speed:

Protocols Supported:

1 Specifications

Digital, Multifunction Imaging
System

Laser Dry Electrostatic Transfer

Dry Monocomponent Toner

Projection
Standard MBRAM +  GBHDD
(Max. Capacity: Approximately
Originals)

Seconds from Platen Glass
Seconds from ADF
Minutes or Less
Sheets, Books, -dimensional
Items (Up to b))
(Ledger)
(Ledger)

Jobs
dpi x dpi
dpi x dpi
dpi x dpi Interpolated
gradations of gray
cpm (Letter)
cpm (Letter-R)
cpm (Legal)
cpm (Ledger)
Standard Automatic Trayless
Duplexing

% to % in % Increments

Dual Front-loading Trays
Sheets Each)
Dual Front-loading Cassettes
( Sheets Each)
-sheet Stack Bypass
-sheet Paper Deck
(Total: Sheets)
to
to  |b.Bond
( -sheet Cassettes)
to Ib. Index
(Manual Bypass, -sheet
Drawers and -sheet
Optional Paper Deck-G )

( mm x mm x mm)
b. (kg

Amorphous Silicon - Estimated
Yield: Impressions
Impressions per Month
Magnetic Negative Toner —
Estimated Yield: Images
(at % Coverage)

Ethernet
Mbps Ethernet
TCP/IP, IPX/SPX™, EtherTalk

$ "% & () #1%) * #
"t #1o+ L
=) -) #0,!
. " # # !
$ - # 1.1 #1
# ! " "0# #1" $
() #1$ " +
#11, 1) #
s 2) %) # 1
y - $ # $ # 1
"t # # ! $
) " #)
! +3 )

Networked Interface
Connections:

Sending Functions
Sending Methods:

Address Book Capacity:

File Format:

(E-mail, Database File Server)
Sending Sizes:

Scanline Density:

ACCESSORIES

Base-T(R)- )

E-mail, I-fax,
Database (Salutation),
File Server (IPX, FTP, SMB)
Maximum
Single Page TIFF,
Multipage TIFF, PDF
Statement to Ledger
dpi, X dpi
dpi, X dpi

D Feeder (¢

Acceptable Originals:
Capacity:
Max. Paper Weight:

Statement to Ledger
Sheets (Letter/ b))
Upto Ib.Bond (Letter)

Network Multi-PDL Printer Kit-A (Standard)

Processor:
RAM:

Hard Disk:
PDL Support:

Internal Fonts:

Interface Connections:

Protocol Stacks:

Network 0S:

Finisher-F  (Optional)
Number of Trays:

Tray Capacity
Top Tray:
Lower Tray:

# 1

Canon Custom Processor—Shared
MB (Std./Max.) —Shared
GB
PCL® e, PCL® , PostScript®
Emulation
PostScript Fonts
Adobe® Type Fonts
TrueType® Fonts
PCL Roman Fonts
PCL Bar-code Fonts

R- ( Base-T)

IEEE (Compatibility:
Nibble, Byte and ECP Mode)
Token Ring (Optional Card)

IPX/SPX:

Ethernet II, SNAP

TCP/IP: SENS for Tornado from
WindRiver

AppleTalk®: SNAP and
AppleTalk Phase I Only

Novell® NetWare® v

(IPX/SPX)
Windows® (TCP/IP)
Windows NT® (TCP/IP)
Windows® (TCP/IP)
Solaris™ or Later (TCP/IP)
Apple® System or Higher (DDP)
Trays

Sheets (Letter)
Sheets (Ledger)
Offset Stacking: Max.  Sets
(All Sizes)
Sheets (Letter)
Sheets (Ledger)
Offset Stacking: Max.  Sets
(All Sizes)

imageRUNNER™
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Staple Position:
Max. Stapling Capacity:

Power Source:
Dimensions (H x W x D):

Weight:

Saddle Finisher-F (Optional)
Number of Trays:
Tray Capacity

Top Tray:

Lower Tray:

Saddle-stitch Tray:
Staple Position:

Max. Stapling Capacity:

Saddle-stitch Tray
Stapling Capacity:

Folding:

Power Source:

Dimensions (H x W x D):

Weight:

Puncher Unit-B ** (Optional)
Max. Paper Weight:
Punch Types:

Punch Dust Stock:
Power Source:
Dimensions (H x W x D):

Weight:

Paper Deck-G

Paper Capacity:

Paper Size:

Paper Weight:

Power Source:
Dimensions (H x W x D):

Weight:

-Top Corner
- Side Margin
Sheets (Letter/Statement)
Sheets (Letter-R/Legal/Ledger)
Directly From Main Unit

( mm x mm x mm)
b. kg

Trays

Sheets (Letter)
Sheets (Ledger)
Offset Stacking: Max. ~ Sets
(w/Staple) (All sizes)
Sheets (Letter)
Sheets (Ledger)
Offset Stacking: Max. ~ Sets
(w/Staple) (All Sizes)
Sheets
-Top Corner
- Side Margin
Sheets (Letter/Statement)
Sheets (Letter-R/Legal/Ledger)

Sheets
V-folding Standard
Directly From Main Unit

( mm x mm x mm)

Ib. ( kg)

Upto |b. Index

-hole/ -hole (Auto Change)

-hole (Letter/Ledger)

-hole (Legal/Letter-R)
Approximately Sheets
Directly From Main Unit

( mmx mm x mm)

b.( kg)

Sheets
Letter
Ib. Bond to Ib. Index
Directly From Main Unit

( mmx mm x mm)

Ib. ( kg)

* Check with your local Canon-authorized Dealer for availability.
** Puncher Unit-B can only be used with the Finisher-F and

Saddle Finisher-F .
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